SOUTH IDEAL WATER SYSTEM

2025 WATER QUALITY REPORT (Pws #4690526C)

July, 2026
A look at your local water quality:

In compliance with the 1996 Safe Drinking Water Act Amendments, Winner Housing Water System is providing our water users with this report on the quality
of our drinking water. This report presents data compiled during the past twelve months from January 1, 2025 to December 31, 2025.

RST-Rural Water Systems is pleased to inform the public that the water is “safe” and meets all federal Drinking Water Standards. During this reporting year,
the water was tested monthly for bacteriological contaminants. All water samples were analyzed at an USEPA certified laboratory. Hard copies of reports
are on file at the RST-Rural Water Systems office, Tripp County Water Users District office, USEPA Region 8 office, and contract lab. RST-Rural Water Systems
annual water quality report for Winner Housing can be seen at https://www.rosebudsiouxtribe-nsn.gov/reports. Tripp County Water Users District annual
water quality report can be seen at https://denr.sd.gov/des/dw/PDF/DWQPDFs/0520ccr.pdf

For additional information concerning this report please call RST-Rural Water Systems Director Young Colombe at (605) 747-2378.

You should know:

Some persons may be more vulnerable to contaminants in drinking water than the general population. Immuno-compromised persons such as persons with
cancer undergoing chemotherapy, persons who have undergone organ transplants, people with HIV/AIDS or other immune disorders, some elderly and
infants can be particularly at risk from infections. These people should seek advice about drinking water from their health care providers. EPA/CDC guidelines
on appropriate means to lessen risk of infection by Cryptosporidium and other microbial contaminates are available from the Safe Drinking Water Hotline (1-
800-426-4791).

Did you know?

Contaminants that may be present in source water include:

e  Microbial contaminants, such as viruses and bacteria, which may come from sewage treatment plants, septic systems, agricultural livestock
operations, and wildlife

e Inorganic contaminants, such as salts and metals, which can be naturally-occurring or result from urban stormwater runoff, industrial or domestic
wastewater discharges, oil and gas production, mining, or farming.

e  Pesticides and herbicides, which may come from a variety of sources such as agriculture, urban stormwater runoff, and residential uses.

e Organic chemical contaminants, including synthetic and volatile organic chemicals, which are by-products of industrial processes and petroleum
production, and can also, come from gas stations, urban stormwater runoff, and septic systems.

Radioactive contaminants, which can be naturally-occurring or be the result of oil and gas production and mining activities.

In order to ensure that tap water is safe to drink, EPA prescribes regulations that limit the amount of certain contaminants in water provided by public water
systems. FDA regulations establish limits for contaminants in bottled-water that must provide the same protection for public health.

Drinking water, including bottled water, may reasonably be expected to contain at least small amounts of some contaminants. The presence of contaminants
does not necessarily indicate that water poses a health risk. More information about contaminants and potential health effects can be obtained by calling RST
Water & Sewer (605) 747-2378 or the EPA’s Safe Drinking Water Hotline (800) 426-4791.

Our Water Source:

Your ground water comes from the Ogallala Aquifer supplied to you by Tripp County Water Users District, Winner, SD. The Ogallala Aquifer is one of the
world’s largest and best water sources extending from Texas to Southern South Dakota. An isopach map generated indicates that the aquifer thickness
ranges from 90-190 feet with lithology comprised of siltstone to fine or medium grained sandstone with TDS lower than 500 ppm.

The sources of drinking water (both tap water and bottled water) include rivers, lakes, streams, ponds, reservoirs, springs, and wells. As water travels over the
surface of the land or through the ground, it dissolves naturally-occurring minerals and, in some cases, radioactive material, and can pick up substances
resulting from the presence of animals or from human activity.

Source Water Information
Source Water Name Type of Water Report Status Location
Consecutive Connection GW Active TCWUD



https://www.rosebudsiouxtribe-nsn.gov/reports

Treatment:

Our ground water system is treated with both chlorine and fluoride. Chlorine is used as a disinfectant to eliminate coliform bacteria and pathogenic viruses.
Fluoride is used to strengthen dental enamel and prevent dental caries.

Bacteriological Monitoring:

Bacteriological monitoring is performed monthly to test for the presence of coliform bacteria, fecal coliform, and E.coli. Our system is required to collect one
sample per month as defined by the size and population served. The samples indicated zero contaminants during this reporting period and that the system
was bacteriologically safe at the times of sampling.

Chemical Monitoring:

Note to our water users: The USEPA requires us to monitor for certain contaminants or parameters in source waters before systems are initiated. Samples
are required once again during a three-year compliance period. Any contaminants over the MCL reported in the initial sampling will have increased sample-
monitoring schedules. Systems reporting low to zero levels may be allowed to take fewer samples during the compliance period.

Lead Monitoring:

If present, elevated levels of lead can cause serious health problems, especially for pregnant women and young children. Lead in drinking water is primarily
from materials and components associated with service lines and home plumbing. The Winner Housing Water System is responsible for providing high quality
drinking water, but cannot control the variety of materials used in plumbing components. When your water has been sitting for several hours, you can
minimize the potential for lead exposure by flushing your tap for 30 seconds to 2 minutes before using water for drinking or cooking. If you are concerned
about lead in your drinking water, you may wish to have your water tested. Information on lead in drinking water, testing methods, and steps you can take to
minimize exposure is available from the Safe Drinking Water Hotline or at http://www.epa.gov/safewater/lead.

Local water quality contacts:

Questions regarding your local water quality can be directed to Lisa Stiehl at the Tripp County Water Users District (605) 842-2755 or Young Colombe at RST-
Rural Water Systems (605) 747-2378. Our commitment is to provide quality water on tap to the people of the South Ideal housing area.

2025 Regulated Contaminants Detected — South Ideal 084690526

Lead and Copper
Definitions:
Action Level Goal (ALG): The level of a contaminant in drinking water below which there is no known or expected risk to health. ALGs allow for a margin of safety.

Action Level: The concentration of a contaminant which, if exceeded, triggers treatment or other requirements which a water system must follow.

Lead and Date MCLG| Action | 90th Range # Sites| Units| Violation|Likely Source of Contamination
Copper Sampled Level Percentile Over AL

(AL)
Copper 09/19/2024| 1.3 1.3 0.3 0.04-0.31 0 Ppm N Erosion of natural deposits;

Leaching from wood preservatives;
Corrosion of household plumbing
systems.

Lead 09/19/2024 0 15 4.5 2 - 5.3 0 ppb N Corrosion of household plumbing

systems; Erosion of natural
deposits.



http://www.epa.gov/safewater/lead

Regulated Contaminants

[Msinfectants and Collection | Highest Level Range of Levels NCLG MCL Units | Violation [Likely Source of Contamination
Disinfection By- Date Petected Detected

Products

Chlorine 2025 0.2 p2-0z MRDLG = 4 MRIL = 4 ppm N Water additive used to control microbes
Haloacetic Acids 08/30/2023 111 LI - 111 | No goal for G0 ppb N By-product of drinking water disinfection.
(HAAG) the total

Tatal Trihalomethanes | 08/30/2023 345 3.45 - 3.45 | No goal for & ppb N By-product of drinking water disinfection.
(TTHM}) the total

Water Quality Test Results

Definitions:

Avg:

Level 1 Assessment:

Level 2 Assessment:

Maximum Contaminant

Maximum Contaminant Level Goal or MCLG:

Maximum regidual disinfectant level or

MRDL:

Maximum regidual disinfectant level

goal or MRDLG:

mrem:
na:
ppb:

bpm:

Level or MCL:

The following tables contain scientific terms and measures, some of which may require explanation.
Regulatory compliance with some MCLs are based on running annual average of monthly samples.
A Level 1 assezsment iz a study of the water system to identify potential problems and determine (if possible) why

total coliform bacteria have been found in our water system.

A Level 2 assessment is a very detailed study of the water system to identify potential problems and determine (if
possible) why an E. coli MCL violation has occcurred and/or why total coliform bacteria have been found in our water
system on multiple occasions.

The highest level of a contaminant that is allowed in drinking water. MCLs are set as close to the MCLGs as feasible
using the best available treatment technology.

The level of a contaminant in drinking water below which there is no known or expected risk to health. MCLGs allow
for a margin of safety.

The highest level of a disinfectant allowed in drinking water. There is convincing evidence that addition of a
disinfectant is necessary for control of microbial contaminants.

The level of a drinking water disinfectant below which there is no known or expected risk to health. MRDLGE do not
reflect the benefits of the use of diszinfectants to control microbial contaminants.

millirems per year (a measure of radiation absorbed by the body)
not applicable.
micrograms per liter or parts per billion - or one ounce in 7,350,000 gallons of water.

milligrams per liter or parts per million - or one cunce in 7,350 gallons of water.

Water Quality Test Results

Treatment Technigque or TT:

A required process intended to reduce the level of a contaminant in drinking water.

Lead Service Line Inventory (LSLI): An initial service line inventory has been prepared with technical assistance from EPA Region
8’s contractor. Currently, all service lines are classified as lead status unknown due to limited records on service line material. We
are gathering additional records and will be conducting field investigations to identify the material of each service line. A hard
copy of the initial service line inventory is available to the public at our office.



2025 Table of Detected Regulated Contaminants For Tripp County Water User District (EPA ID 0520)

Terms and abbreviations used in this table:

* Mavimum Contaminant Level Goal(MCLG): the level of a contaminant in drinking water below which there is no known or expected risk fo heafth, MCLGs allow for a margin of safety.

* Maximum Contaminant LevelMCL): the highest level of a contaminant that is allowed in drinking water. MCLs are set as close to the MCLGS as feasible using the best available treamment technalogy.

* Action Level(AL): the concentration of a contaminant which, when exceeded, triggers treatment or ather requirements which a water system must follow. For Lead and Capper, W% of the samples must be below the AL
* Treamment Technique(TT): A requived process intended to reduce the level of a contaminant in drinking water. For nirbidity, 43% of samples must be less than (.3 NTU

* Running Annual Average(RAA): Compliance is calculated using the running anmial average of samples from designated monitoring locations.

Units:
*MEL: million fibers per liter *nCil: picocuries per titerfa measure of radioactivity) *nov: pares per trillion, or nanograms per liter
*mvem/vear: millivems per vear(a measure of radiation absorbed by the body) oo parts per million, or mitlizrams per lterimg/l) *n: parts per quadrillian, ar picograms per liter
*NTU- Nephelometric Turbidity Units *opb: parts per billion, or micrograms per liter{ug/}) *nspm: positive samples per month
Highest
Level
TestSites>  Date Allowed Ideal
Substance 90% Level  Action Level Tested (AL)  Goal  Units Major Source of Contaminant
Copper 03 1] 082624 AL=13 0 ppm Corrosion of household plumbing systems; erosion of natural deposits; leaching from
wood preservatives,
Lead 3 1] 082624 AL=IS 0 pph Corrosion of household plumbing systems; erosion of natural deposits.
Highest
Highest Level  Ideal
Level Date Allowed Goal
Substance Detected Range Tested (MCL) (MCLG) Units Major Source of Contaminant
Arsenic 30 300-3.00 (8104721 10 ] ppb Erosion of natural deposits; nunoff from orchards; runoff from glass and electronics
production wastes,
Barum 00818 O.0818-00738  (OR421 2 2 ppm Discharge of dnlling wastes; discharge from metal refineries; erosion of natural deposits,
Fluoride 07 (3 -0.78 (4107125 4 4 ppm Ercsion of natural deposits; water additive which promotes strong teeth; discharge from
fertilizer and aluminum factories.
Nifrate (as Nifrogen) 4l 10/07/25 10 i} ppm Runoff from fertilizer use; leaching from septic tanks, sewage; erosion of natural
deposits.
Selenium 100 1L00- 083 84 50 50 ppb Discharge from petroleum and metal refineries; erosion of natural deposits; discharge
from mines.
Total tnhalomethanes 14 (M/16/25 k] ] pphb By-product of drinking water chlormation. Results are reported as  running annual
{RAA) average of test results.

Please direct questions regarding this Information to Mr Jason Orel with the Tripp County Water User District public water system at (605)842-2755.



